


BLASTED BRUSHED BUSH HAMMERED HERITAGE

HONED SAWTOOTH SUEDE VERI GLASS

TOP LEDGE

COTTONWOOD

BOTTOM LEDGE

COTTONWOOD CHESTNUT SHELL FLINT HILLS GRAY

ONAGA PLAZA GRAY PRAIRIE SHELL SILVERDALE

STONE FINISHES

STONE TYPES
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1" Paving 2" Paving
PRODUCT 

CODE

DIMENSIONS

W x L x H

WEIGHT 

PER SF (lbs.)

SQ FT 

PER SKID

PRODUCT 

CODE

DESCRIPTION

W x L x H

WEIGHT 

PER SF (lbs.)

SQ FT 

PER SKID

SP06361X-Y 6" x 36" x 1" 12.50 232 SP06362X-Y 6" x 36" x 2" 25 116

SP06481X-Y 6" x 48" x 1" 12.50 232 SP06482X-Y 6" x 48" x 2" 25 116

SP12121X-Y 12" x 12" x 1" 12.50 232 SP12122X-Y 12" x 12" x 2" 25 116

SP12181X-Y 12" x 18" x 1" 12.50 232 SP12182X-Y 12" x 18" x 2" 25 116

SP12241X-Y 12" x 24" x 1" 12.50 232 SP12242X-Y 12" x 24" x 2" 25 116

SP12361X-Y 12" x 36" x 1" 12.50 232 SP12362X-Y 12" x 36" x 2" 25 116

SP12481X-Y 12" x 48" x 1" 12.50 232 SP12482X-Y 12" x 48" x 2" 25 116

SP18181X-Y 18" x 18" x 1" 12.50 232 SP18182X-Y 18" x 18" x 2" 25 116

SP18241X-Y 18" x 24" x 1" 12.50 232 SP18242X-Y 18" x 24" x 2" 25 116

SP18361X-Y 18" x 36" x 1" 12.50 232 SP18362X-Y 18" x 36" x 2" 25 116

SP18481X-Y 18" x 48" x 1" 12.50 232 SP18482X-Y 18" x 48" x 2" 25 116

SP24241X-Y 24" x 24" x 1" 12.50 232 SP24242X-Y 24" x 24" x 2" 25 116

SP24361X-Y 24" x 36" x 1" 12.50 232 SP24362X-Y 24" x 36" x 2" 25 116

SP24481X-Y 24" x 48" x 1" 12.50 232 SP24482X-Y 24" x 48" x 2" 25 116

SP36481X-Y 36" x 48" x 1" 12.50 232 SP36482X-Y 36" x 48" x 2" 25 116

PRODUCT CODE LEGEND

X = STONE TYPE

T  = Top Ledge Cottonwood

B = Bottom Ledge Cottonwood

CNS = Chestnut Shell

FHG = Flint Hills Gray | O = Onaga 

PG = Plaza Gray | P = Prairie Shell 

S = Silverdale

Y = STONE FINISH

B = Blasted | BR = Brushed

BH = Bush Hammered

HT  = Heritage | H = Honed

ST = Sawtooth | SD = Suede

VG = Veri Glass

TERMS & CONDITIONS

Order minimum is 1 skid. Orders filled from readily-available stock are only available in full skid quantities.

Orders requiring fabrication will be filled based on Purchase Order.

Pattern paving will be packaged 1 size per skid. For blending - call for pricing.

Note: Proper installation and drainage required for medium density limestone in landscape applications. Waterproofing 

recommended when applied on or below grade. The items on the previous pages are not recommended in areas likely to 

come in contact with salt as found in ice melting compounds or fertilizers or certain pool chemicals. We do not recommend 

our stone be installed in places which come in constant contact with soil or in areas of inadequate drainage. Spalling and 

degradation of stone may occur in extreme freeze/thaw environments with improper installation. It is recommended to use 

sand, pea gravel or cement base. Do not apply de-icer products to stone as it may cause permanent damage.
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